
AMD K6 Series CPU Support
   CPU Type &
       Jumper
         Settings

M/B Models

Starting
BIOS

Version

Jumper Settings for k6-3 400Mhz
(FSB 100MHzX4)

Jumper Settings for k6-2 450Mhz
(FSB 100MHzX4.5)

GA-5SG100 2.0d

GA-5AA 1.3a

GA-5AX
(PCB 3.0)

1.3

GA-5AX
(PCB 4.1)

1.3

GA-5SMM 1.0

1 2 3 4

ON
OFF

1 2 3 4 5 6 7 8
OFF
ON

JP1
1

JP2
JP14

ON

JP7
1

JP81 2 3 4 5 6 7 8
OFF
ON

1 2 3 4

ON

OFF
ON

JP1
1

JP2
JP141 2 3 4 5 6 7 8

OFF
ON

1 2 3 4 5 6 7 8
OFF

1 2 3 4 5 6 7 8
OFF
ON JP7

1

JP8

1 2 3 4 5 6 7 8
OFF
ON

JP7
1

JP8
JP9
JP10 1 2 3 4 5 6 7 8

OFF

JP7
1

JP8

JP10

ON

JP9

1 2 3 4

ON

OFF

1 2 3 4 5 6 7 8
OFF
ON

1 2 3 4 5 6 7 8
OFF

1 2 3 4 5 6 7 8
OFF

1 2 3 4

ON

OFF
ON


